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STANDARD SYMBOL !ﬂ% SEDIMENT CONTROL NOTES
. . EXISTING NG 1) A minimum of 24 hours notice must be given to
\ ‘ 80" min. —1 PAVEMENT . the Howard County Office of Inspection and Permits
. | | L N ﬂ . Seedbed Prepsration: Loosen upper 3 inches of soil by raking, discing or other pror to the start of any construction. {(992-2417)
- 4 § STANDARD 3Y acceptable masns before seeding. .
Fiter #  pROFILE LA ' 580 . 2) All vegetative and structural practices are to be
Cloth  ~ ———— MOUNTABLE BERM . _ - o= ’ Soil Amendments: Use one of the following schedules: installed according to the provisions of this plan

{Opt1anel) and are to be in conformance with the 1983 MARYLAND
: STANDARDS AND SPECIFICATIONS FOR SOIL EROSTON AND
SEDIMENT CONTROL.

1) Preferred - Apply 2 tons per acre dolomitic limestone (92 1bs./1000 square
£t.) and 600 lbs. per acre 10-10-10 fertilizer (14 1bs./1000 square ft.)
before seeding. Harrow or disc into upper three inches of soil. At time of
seeding, apply 400 lbs. per acre 30-0-0 ureaform fertilizer (9 1bs./1000

Existing groutd

20" min -

- :meg;qsg{:?-;:“ WARD square ft.) 3) Following initial soil disturbance or redisturbance,
Tt 7 T ,;} o K\ ; L permanent or temporary stabilization shall be completed
; 4% EXISTING , 2) Acceptable - Apply 2 tons per acre dolomitic limestone (92 1bs./1000 square )
™ 10'min » B PAVEMENT : FLow o . ft.) and 1000 1bs. per acre 10-10-10 fertilizer (23 lbs./1000 sq. ft.) within: a) 7 calendar days for all perimeter sediment

3 o : fow . before seeding. Harrow or disc into upper three inches of soil. control structures, dikes, perimeter slopes and all

e o ., l 1_ w ”ff s X 1 %0 wd . octaber 15 slopes greater than 3:1, b) 14 days as to all other
) " BOUND BALES PLACED ON CONTOUR Seeding: For the peri March 1 through Apri , August 1 through October 15, disturbed d .
PLAN _VIEW o seed with 60 1bs, per acre (1.4 lbs./1000 sq. ft. ) of Kentucky 31 Tall urbed or graded areas on the project site

:!u:z['.:;?'nfzz::n%ﬁ:xs!r:i::':"!s Fescue. For the period May 1 through July 31, seed with 60 1bs. Kentucky 4) All sediment traps/basins shown must be fenced and warning signs

31 Tall Fescue per acre and 2 lbs. per acre (.05 lbs./1000 square ft.)

of weeping lovegrass. During the period of October 16 through February 28,

protect site by: Option (1) Z tons per acre of well anchored straw mulch

and seed as soon as possible in the spring. Op:rlgd (%)hUsetflog. Optj.cn (3
ith 60 lbs. Kentucky 31 Tall Fescue mulch wi tons/acre

f’;?li:\gmtsd airi:fre v ? 5) All disturbed areas must be stabilized within the ]

time period specified above in accordance with the

WITH BALES. posted around their perimeter in accordance with Vol. 1,

Chaper 12, of the HOWARD COUNTY DESIGN MANUAL, Storm
Drainage.

STRUCTION EPECIFICATION;

1. S$tone Size - Use 2" stone, or reclaimed or recycled concrete equivalent. ANCHORING DETAI

2. Langth - As required, but not lesa than 30 fest (except on a single resi-
dence lot whete a 3¢ foot minimum length would spply).

3. Thickpaas - Not less than six (8) inches,

4. Width - Ten {10) foot minimum, but not less than the full width at

Mulching Apply 1% to 2 tons per acre (70 to 90 lbs./1000 sq. ft.) of unrotted small 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL

s i immedi eedi Anchor mulch inmediately after
' g ABUTT grain straw iately after seeding. y
points vhers Lngress Of egress ocours. 1 %sﬂ (BE PLACED Jgﬁﬁ&:gemw&fﬂs.?ﬁ OR ON THE CONT IN A ROW WITH application, using mulch anchoring tool or 218 gallons per acre { 5 gal. /1000 E’:ROSION_ AND SEDIMENT CONTROL for permanent seedings
S. Filter Cloth - Will be placed over the sntirs area prior to placing of stone. sq. ft. ) of emlsified asphalt on flat areas. On slopes § feet or higher, ‘Sec. 51) sod (Sec. 54), temporary seeding (Sec. 50) and
. ::1::: will not be required on a singie family residence lot. , 2, % lw:mzmmam IN THE SOIL A MINIMm OF (4) INCHES, PLACED SO use 348 gallons per acre (B gal./1000 sq. ft.) for anchoring. mulching (Sec. 52.) Temporary stabilization with
. rface Water = All surface water flowing or diverted toward construction ' mulch alone can 1y be d h ded di
sentrances shall be plped across the entrance. If piping iz impractical, 3, S SLL BE SECURELY ANCHORED IN PLACE BY EITHER TWO STAKES CR RE- DRIVEN Maintenance: Inspect all sceded areas and make needed repairs, replacements and c only one when recommended seedlng
a wountable berm with 5:l slopes will be permitted. THROUGH THE BALE. FE FIRST STAKE IN EACK BALE SHALL BE DRIVEN TOWARD ——— Teseedings. dates do not allow for proper germination and estab-
7. Maintenance - Tha sntrsnce shall be maintained in a condition which will PREVIOUSLY LAID BALE AT AN ANGLE TO FORCE THE BALES TOGETHER. TAKES lishment of prasses
: prevent tracking or flowing of sediment onto public rights-of-way. This may DRIVEN FLUSH WITH THE BALE. TEMPORARY SEEDING NOTES B )
. i
T onayer cxesnont of oy messures sped vo teap sedinenc: A3 IAPECTION SHLL 3. FEGINT MO RPATR FEPLACHENT SALL BE MOE PROWTLY 49 11 by raling, dieci ) AL et oo o e it ton at it
sediment apilled, dropped, washad or tracked onto public rights-of- way must NEELED. . A Seedben Preparation: loosen upper 3e(1_11:)Che5 of soil by raking, discing or other and are to be maintained in operative condition until
be removed immedistely. S, BALES SHALL BE REMOVED WHEN THEY HIVE SERVED THEIR USEFLLNESS 80 AS NOT TO BLOCK \ acceptable means before seeding. permission for their removal has been obtained from
8. MWashing - Whasls shall be cleansd to remova sediment prior to entrance onto OR TMPEDE STORM FLOW OR DRAINAGE.

public righte~of-way. When washing is -eg-ired, it shall ba done On an area i

Soil Amendments: Apply 600 lbs. per acre 10-10-10 fertilizer (14 lbs. /1000 sq. ft.) the Howard County Sediment Control Inspector

stabiligzed with stons and which drains into sn approved sediment trapping v - T 7) 8i Analysis:

e ' Seeding: For periods March 1 through April 30 and from August 15 through November 13, te Analysis:

9. Periocdic Inspection and needed maintenance shall be provided after esch rain, seed with 2% bu. per acre of anmual rye (3.2 1bs./1000 sq. ft.) For the period Total Area of Site 2.21' Acres
May 1 thr t 14, seed with 3 ibs. per acre of weeping lovegrass Area Disturbed - Acres '
(.07 1bs./1 sq. ft.) For the period November 16 through February 28, .3

Area to be roofed or paved /-] _Acres
Area to be vegetatively stabilized 3 2 Acres
Total Cut Cu. vds
Total Fill Cu. yds
Offsite waste/barrow area location

protect the site by applying 2 tons per acre of well anchored straw mulch and

seed as soon as possible,, in the spring or use sod.

SILT FENCE Mlching: Apply L to 2 tons per acre (70 to 90 1bs./1000 sq. ft.) of unrotted small

pacmie 4 ain straw inmmediastely after seeding. Anchor mulch immediately after
0’ Max /_‘:M. g e Ve S a4 . E;plicatim using m.llci anchoring tool or 218 gal. per acre (5 gal./1000 ON-3SITE
B e AT e ' sq. ft.) of emulsified asphalt on flat areas. On slopes, B ft. or higher

" use 348 gal. per acre (8 gal./1000 sq. ft.) for ar..oTing. , 8) Any sediment control practice which is disturbed by

grading activity for placement of utilities must be
repaired on the same day of disturbance.
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' FLOY CHAMEL SLABII ZATION ) - SEDIMENT CONTROL BY THE HOWARD SOIL CONSERVATION DISTRICT.
1. WOVEN WIRE FEMCE TO BE FAS'ENED SECUREIY POSTS: Stem erqyem Tom U ' 6. FINE GRADE AREAS AROUND THE HOUSE AND STARILIZE SEEDING. , ‘
%&I ﬁ N i 3 TO FENCE POSTS WITH WIRE T/ES OR STAPLES. e or 2 raaoooo , / / / ) .
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31500 Seep aD ST Muck D U T, R 5. ten no secron o e g FILTER CLOTH:  Fiorem X, ALL SEDIMENT FRCM THE SEDIMENT BASIN AND CONVERT IT HOWARD SOIL CONSERVATION DISIRICT
3 518,00 §§E§ wWITH TE, OR So0; LD Rip-Rap 4-8” LAPPED BY SIX INCHES AND FOLDED, ﬁ‘ﬂ%’é‘ﬁm INTO STORM WATER MANAGEMENT POND. !
TonE ‘
4 B.1-2K LineD Rip-Rap -8 EmGINEERING Des1Gn 4. &én"énmp‘m%#f PERFCRMED A PREFABRICATED UNIT: Georas, ' 8. GRADE AND STABILIZE BY PERMANENT SEEDING ALL DISTURBED
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M DRAINAGE SYSTEMS AND ROADS
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ENGINEER'S CERTIFICATE

1 HERERY CERTIFY THAT THIS PLAN FOR EROSION AND SED- DATE
IMENT CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN ‘ -
BASED ON MY PERSOMNAL KNOWLEDGE OF THE SITE CONDITIONS L-\&-%) I

AND THAT IT WAS PREPARED IN ACCORDANCE WITH THE REQUIRE-
MENTS QF, THE HOWARD SOIL CONSERVATION DISTRICT.

P Cloth y i
[ty For Rpgared §twrogm sl » .
CROSS SECTION A-A A ‘ M

STGNATURE OF ENGINEER
DR Karivas

Z o

(3/5/8¢ ' - -
v RQWED : HOWARD, COUNTY OFFICR OF PLANNING AND ZONING
| ‘v S22 RS

OPTION: A ows foot layar of I” steme may ba placed om the wpatresw pide of the riprap in
place of the smbedded Liltar cloth.

CONSTRUCTION SPECIZICATIONS POR $T-¥ .

hall b Tasrsd, grubbed awl stripped of amy ve etation and TOOL DEVE]_OPER‘ S CERTIFI%IE In?T‘_
RS e g TN e “1/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION z, r(
2. *he fill material fer the ewbaskmaut shall be frae of roots and other woody vegetation ap WIIL BE ]mE ACCORDIM; ’I‘O 'I'I{IS PI_AN OF DEVE]’_DHENI‘ AND /'

T e e sirt seviraine while it 1o belop semtiuctes. PLAN FOR EROSION AND SEDIMENT CONTROL AND THAT ALL RES- DATE

PONSTBLE PERSONNEL INVOLVED IN THE CONSTRUCTION PROJECT
WILL HAVE A CERTIFICATE OF ATTENDANCE AT A DEPARTMENT OF
NATURAL RESOURCES APPROVED TRATNING PROGRAM FOR THE CONTROL 3
OF SEDIMENT AND EROSION BEFORE BEGINNING THE PROJECT. I
5. Gubimemt il b remrred and srep vestered co {cs original Siscnrions shan he vedim ALSO IZE PERIODIC ON-SITE INSPECTION BY THE HOWARD
SOTL/PNSERVARION DISIRICT OR THEIR WUTHORIZED AGENTS, AS
SSARY. [

3. All cur ard [ill slopes shall be 2:1 or flakter.

4. The stome uaed inm the sutlet shall ba wmall riprap 47-3" aloag with 1' thickness of 27
aggregate pluced on the wp-grade side ow tha small riprap On ewbadded Filter cloth in the
riprap.

APPROVEL
DIVISION OF LAND DEVELGPYEH"
N ONING ADMINISTR:
o HOWARD COUNTY, MiaRs. «
OATE 1-2-85

§. The strocturs whall bu imspected siter esch rain med repairs made a0 nesded,

7. Comstryctism oparstivws shall be carried out in such & manner then erosion and water
pellution is mimimixed, .

5. The strwcturs shall be removed amd the sres stabilized vhen the draimage aras has been
proparly stabilized,

S 0
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~ Moximum Droinoge Area: 5 Acres J
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